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Dura-Paint Bulletin Sections

5/16” MDO Plywood
Good Both Sides 2 x 4 Treated

Framing Lap Joint
cross members

for added strength

Dura-Paint Sections

4’ wide Dura-Paint Bulletin Sections

PBU Clips

PBU Clip

PBU Clip Mounted
on DuraPaint Face

2 - 3/8” x 3”
PB Elevator
Bolts & Nuts

PBU Clip
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PB Elevator Bolt
Heads pulled flush

with MDO face

The Formetco Dura-Paint Bulletin sections are 
made using MDO Plywood (good both sides) 
and salt treated kiln dried 2”x4” framing. The 
2”x4” cross members are lap jointed for a 
stronger section.

The Dura-Paint sections are available in 4’ 
wide by 10’, 10’ 6”, 12’ and 14’ lengths using 
a one piece factory sheet. 16’, 18’ and 20’ 
sections are also available.

The Dura-Paint hardware is designed to secure 
the sections together for a tight fit. This tight 
fit will keep the sunlight and night lights 
from showing through the face and keep your 
sections aligned.

Pins & Keys

The PBU Clip is designed with two ears 
eliminating the need to double inventory of 
“left” and “right” brackets. The Pin & Key pull 
the sections tight. Two PB Elevator Bolts and 
Nuts secure each PBU Clip to the sections. 
The two PB Elevator Bolts and Nuts fit flush 
with the face surface.

Formetco has 5/16” Dura-Ply Sheets, Good 
Both Sides, available in 4’x10’ 6”, 4’x12’ and 
4’x14’. Also, 4’x8’ - 12” Dura-Ply Sheets (good 
one side) are available for Cut-Out extensions.


